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 We suggest trying a number of different approaches rather than just one method. We 

understand that municipalities are considering a variety of methods to encourage 
volunteers for the community lead testing program.  If you would like to share your 
success stories, send a description to drinking.water@ontario.ca and we will explore 
ways to share this information with owners and operating authorities. 

 
You may want to stress to potential volunteers that their participation in the sampling 
program is of great value to the community. It will assist the municipality in establishing a 
baseline understanding of the drinking water quality and enable the municipality to make 
informed decisions about potential water quality adjustments that will benefit the entire 
community.  In addition, it can provide homeowners with important information about 
potential lead-containing materials in their own plumbing that could be putting themselves 
and their family members at risk. 

 
In cases where you are unable to secure the minimum number of sample locations, you 
may want to submit an application requesting partial relief.  If so, contact Aziz Ahmed, 
Supervisor, Approvals and Licensing, for pre-application consultation.  He can be 
contacted at, Safe Drinking Water Branch, Ministry of the Environment, 2 St. Clair Ave. 
W., 19th floor, Toronto, ON M4V 1L5. e-mail Aziz.Ahmed@ontario.ca phone 416-314-
4625.  See Q/A 50 for more details.  
 
For more information about this and other situations where you may encounter difficulty 
in securing the required number of sampling points, go to the web page on Drinking 
Water Ontario entitled Information for Municipal and Non-Municipal Owners and 
Operating Authorities of Drinking Water Systems (www.ontario.ca/drinkingwater). 

 

Q12: What do we do if the occupant gives consent but the landlord refuses entry? 

A12: The landlord’s permission is not required for the occupant to agree to have drinking water 
samples taken from the plumbing in their home/unit. A landlord cannot determine who the 
tenant can or cannot invite into their residence.  

Q13:   We have concerns about our staff entering private homes to take samples.  Can 
you provide any suggestions on how to alleviate those concerns? 

 
A13:   It is recommended that you inform potential volunteer occupants of the various activities 

the samplers will be involved in within the premises.  You should also be open to 
answering any questions the potential volunteer may have.  This should give both the 
occupant and the operator/sampler a greater level of comfort and understanding of the 
process. 

 
Q14:  Our operators feel uncomfortable ‘lingering’ in someone’s house for 30 minutes 

between flushing and sampling.   
 
A14:   With the consent of the occupant, the sampler could remain in the home.  Where this 

creates discomfort on the part of the occupant or the sampler, the sampler may choose to 
ask the occupant not to use any tap or other water fixture within the home for 30 minutes 
and offer to wait outside until it is time to take the samples.    

 
Q15:   We are required to send two, one-litre samples to our licensed laboratories.  Is 

there any flexibility regarding the size of each sample?  
 
A15: Each of the required two samples to be tested for lead must be one litre in volume. This 

is intended to represent the estimated volumes of water contained within the pipes 
between the sampling tap and the point where plumbing enters the building/unit (the first 

http://www.ontario.ca/ONT/portal51/drinkingwater/kcxml/04_Sj9SPykssy0xPLMnMz0vM0Y_QjzKLd4s38TIHSYGZboH6kRhiAQgxX4_83FT9oLQifW_9AP2C3NCIckdHRQAmr-7e/delta/base64xml/L0lKbGlTWkEhL3dQTUFERmdBaWdCdEFBISEvNElFQ05CZ0EvZW4!?docId=177443&lang=en
http://www.ontario.ca/ONT/portal51/drinkingwater/kcxml/04_Sj9SPykssy0xPLMnMz0vM0Y_QjzKLd4s38TIHSYGZboH6kRhiAQgxX4_83FT9oLQifW_9AP2C3NCIckdHRQAmr-7e/delta/base64xml/L0lKbGlTWkEhL3dQTUFERmdBaWdCdEFBISEvNElFQ05CZ0EvZW4!?docId=177443&lang=en
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1 L sample) and between that point and the water service line connection to the water 
main (the second 1L sample), for most common situations.  

 
All laboratories licensed to test for lead have been instructed by the ministry to reject 
plumbing samples submitted if the total volume of the sample is less than 90 percent of 
the required volume, because that sample cannot be used to meet your regulatory 
requirement. 

 
Each of the 1L samples may be collected in smaller sized bottles (e.g. four samples in 
250 millilitre bottles or two samples in 500 millilitre bottles) if that is what your licensed 
laboratory has provided to you.  The laboratory will then combine the samples to form a 
one 1L sample. 
 

Q16:   What is the accepted method of preserving a water sample taken for lead? 
 
A16:   Water samples taken for lead testing need to be preserved with nitric acid.  This can be 

done either through the addition of nitric acid to the container immediately or shortly after 
the water sample has been collected or the sampler can use specific acid-resistant 
sampling containers that are pre-charged by the laboratory with the preservative.  The 
owner/operating authority should consult with their licensed laboratory to confirm the 
method they are to use.  
 
A water sample submitted unpreserved (without the addition of nitric acid) to the 
laboratory for lead testing may still be reliably tested for lead if the laboratory uses a 
special procedure.  The laboratory will add the necessary amount of nitric acid to the 
submitted sample at the laboratory and let the acidified sample stand in the bottle in 
which it was submitted for at least 24 hours prior to testing.  This special procedure 
ensures that any lead that has precipitated and/or adhered to the walls of the container 
becomes re-dissolved in the sample before the test. 

 
Q17: Is there a time limit for a sample to be analyzed from the time it is taken? 

 
A17: Drinking water samples for lead testing may be stored from 30-60 days if they have been 

preserved with nitric acid to maintain the sample pH less than 2.0 and refrigerated to 
maintain the sample temperature below 10°C.   

The Practices for the Collection and Handling of Drinking Water Samples guide available 
on the ministry’s Drinking Water Ontario web site at 
www.ene.gov.on.ca/envision/gp/4464e.htm has a table at the end of the guide that sets 
out the holding times and preservation requirements. 

Q18: In homes that are equipped with centralized filters serving the entire plumbing of 
the home (point-of-entry treatment systems), does the filter need to be bypassed? 
What if we can’t bypass it? 

 
A18: The regulation only requires by-passing/removal of treatment devices installed at the tap 

from which samples are collected (point-of-use or POU treatment devices). There is no 
requirement to by-pass or remove any point-of-entry (POE) treatment devices.  

 
POU devices may (and often are designed to) remove lead from the water. As such, the 
test results on samples from a tap equipped with such a device would not represent the 
concentration of lead in water from the other taps in the plumbing.  That is why the 
regulation requires the by-pass or removal of such a device, if that tap is to be used for 
the collection of a sample. If the device cannot be bypassed, then another tap where 
water is used for human consumption can be selected. 

 



 

 

 

6

Q19: Is the Chain of Custody form for community lead testing specified in the 
Regulation? 

 
A19: The Chain of Custody form is not specified in the regulation.  It is a form created by 

laboratories and it must contain information as required by the Ministry Director.  The 
Ministry of the Environment has sent a directive to licensed laboratories instructing them 
to add additional fields to the Chain of Custody form to cover the requirements of 
Schedule 15.1. You must complete all sections of the Chain of Custody form as 
requested by the laboratory. 

 
Q20: In the Orders to Municipalities in May 2006, there was a requirement to record 

water temperature.  Are we still to record this temperature?  
 

A20: The measurement of the water temperature at the time of sampling is not mandatory. 
When storing and transporting the collected samples, the sampler must follow the 
instructions received from its licensed laboratory.  These instructions normally require 
that the sample temperature be maintained below 10°C until the sample is received by 
the laboratory.  

 
Q21: If we sample one unit in a multi-residential building, does it matter if other units 

use their water?   
 
A21: There is no requirement to ensure that water is not being used in other units of the 

building during the 30 to 35-minute waiting period at the unit where sampling is to be 
done. 

 
Q22: The regulation requires that pH testing be done for each sample taken, in a third 

sample bottle designated for pH sampling. Once we have recorded the pH, can we 
re-use the bottle, or should we discard it? 

 
A22: It is important that you ensure there is no risk for cross contamination of samples.  To 

accomplish this, you may choose to use fresh bottles for each pH sample taken.  If you 
prefer to re-use a sample bottle, you should rinse the bottle thoroughly with distilled water 
prior to every re-use.  

 
Q23: Is there a list of approved pH sampling instruments that meet the ministry’s 

requirement for two significant digits? 
 
A23: The ministry does not provide a list of acceptable instruments.  When selecting your pH 

instrument, you will need to ensure it is capable of measuring pH to the required 
accuracy of two significant digits.  If you are unsure of whether your instrument meets this 
requirement, refer to the instrument owner’s manual. 

 
 
Section B: Distribution sampling protocol 
 
Q24: Does a distribution sample have to be taken at the same time as a plumbing 

sample and vice versa? 
 
A24: A distribution sample must be taken on the same day and from a location as close as 

reasonably possible to the locations where plumbing samples are being taken. There is 
no requirement to take a distribution sample every time plumbing samples are taken 
since the regulation requires more plumbing samples than distribution samples. 
 

Q25: If we have a small system with no hydrants, how can we take a distribution 
sample?  

 
A25: If there is no distribution system, you are not required to collect a distribution sample. 
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If there is a distribution system, but there are no hydrants or other distribution sampling 
taps, the ministry recommends that distribution samples be taken from the plumbing of a 
building served by the system.  

 
When using a building’s plumbing as a distribution sample site, the owner/operating 
authority is trying to find a site that best represents the water quality in the distribution 
system. In order to represent this water quality, it is preferable to choose a building that is 
unlikely to have lead service connection/plumbing/solder so that the water quality is most 
representative of the quality in the distribution system.  The sample should be taken from 
the tap that is as close as possible to the distribution system, and can include a tap that is  
 
on the exterior of the building.  The sample should be taken immediately after flushing the 
tap for as long as it is necessary to ensure that the quality of water sampled at the tap is 
representative of the water in the distribution system. There is no standing time 
requirement prior to sampling.  
 
Please note that the selection of the distribution sample site is the opposite of the criteria 
for the selection of a plumbing sampling location.  

 
Q26: Distribution samples need to be taken reasonably close to the plumbing sample 

points. What is meant by ‘reasonably close?’  
 
A26: While there is no specific definition for ‘reasonably close,’ you are required to use sound 

judgement in selecting your distribution sampling locations in relation to your plumbing 
sampling locations.  Keep in mind the purpose of the distribution sampling in relation to 
the plumbing sampling is to correlate the quality of distribution water and plumbing water, 
thus helping in the determination of the source of lead (if present) in plumbing samples. 

 
Q27:  We are concerned about hydrant flushing for sampling in the winter months when 

water flushed may freeze and cause a public hazard.  What should we do?   
 
A27:  Distribution samples that are required to be taken as part of the community lead testing 

requirements are not the only distribution samples that the system owner/operating 
authority is required to take during winter months.  A variety of other samples must be 
taken throughout the year to test parameters such as E. coli, total coliforms, chlorine 
residuals and others.   

 
You should exercise the same precautions when taking samples for lead testing as you 
would when taking these other samples.  If freezing is still a concern, other locations may 
be used for distribution sampling such as the taps on plumbing of nearby buildings, 
provided that these locations represent as closely as reasonably possible, the water 
quality in the water main from which water comes to the sampling point.  (See Q/A #26).  

 
Q28: Most municipalities are aware of the water quality in their own distribution 

systems.  If water is purchased from another municipality, how can the chemistry 
be controlled? 

 
A28 The purpose of community lead testing is to determine if there are lead standard 

exceedances at the consumers’ taps within a particular system and, if detected, how 
prevalent the problem is.   
 
If a corrosion control plan is required for a municipality that is receiving water from 
another municipality, the regulation stipulates that a joint corrosion control plan must be 
prepared by the participating municipalities. This must be done regardless of the results 
of the community lead testing program within the water provider’s system. 
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Section C:  Sample results 
 
Q29: Systems serving populations of less than 50,000 can move to reduced sampling if 

in two consecutive rounds of semi-annual testing not more than 10 per cent of 
plumbing sample results exceeded 5 μg/L and no plumbing sample results 
exceded 10 μg/L.  Why were these specific concentrations chosen? 

 
A29: The emphasis on results below ½ the maximum acceptable concentration for lead (5 

μg/L) was used in order to allow a quicker route for reduction of sampling for systems 
serving less that 50,000 people.  Note:  reduced sampling can also occur for these  

             systems if in four consecutive rounds of semi-annual testing not more than 10 per cent of 
plumbing sample results exceeded 10 μg/L.  

 
Q30:  Laboratory test result reports usually have more than one sample result per page, 

meaning more than one address will be listed on the report.  We are required to 
share these results with the occupants of the premises. How are we to share these 
results without violating privacy laws? 

 
A30:   You can ask your laboratory to include only one set of results (results from one sampling 

location) per page of the lab test result report or you can black out the other addresses 
before giving a copy of the laboratory report to a particular occupant.  You should seek 
legal advice if you have questions about compliance with privacy laws 

 
Q31: If it turns out that a reported exceedance of the lead standard was a laboratory 

error, can this be rectified so we can move to reduced sampling? 
 
A31: Any such errors would need to be addressed on a case- by- case basis.  In the event that 

you encounter what is proven to be a laboratory error, please contact your local ministry 
drinking water office, and they will assist you with next steps. 

 
 
Q32:   Can you clarify an adverse test result vs. a standard exceedance? What is the 

difference? 
 
A32: 
 
Adverse test result 
 
The community lead testing program established by Schedule 15.1 requires the owner/operating 
authority to take samples from plumbing from the distribution system. 
 
For samples taken from the distribution system under the community lead testing program, 
section 18 of the SDWA and Schedules 16, 17 and 18 of O.Reg.170/03 apply to any test results. 
If a test result exceeds a drinking water quality standard, it is called and treated as an adverse 
test result.  That is, if a licensed laboratory reports any adverse test results, in accordance with 
section 18 of the SDWA and Schedule 16 of O.Reg.170/03, the owner/operating authority must 
report these results immediately to the ministry’s Spills Action Centre and the medical officer of 
health and take the appropriate corrective action specified by Schedules 17 and 18. 
 
Standard exceedance 
 
For samples being taken from plumbing under Schedule 15.1 of O.Reg. 170/03, sections 18 of 
the SDWA and schedules 16, 17 and 18 of O.Reg. 170/03 do not apply to any test results, and 
therefore results are not called or considered adverse test results. 
 
Rather, Schedule 15.1 sets out the obligations for the owner/operator when a laboratory reports 
that a test result from a plumbing sample exceeds a standard (i.e. a “standard exceedance”) of 
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Schedule 2 of O.Reg. 169/03 (Ontario Drinking Water Quality Standards), including lead.  These 
obligations require the owner/operating authority to: 
 

• give a copy of the laboratory report to the medical officer of health within 24 hours of 
receiving it. The owner/operator does not have to give a copy of the laboratory report 
to the ministry’s Spills Action Centre as the laboratory is responsible for doing this.  
Also, unlike adverse test results, there is no requirement for the owner/operating 
authority to immediately notify the medical officer of health or the Spills Action Centre 

 
• take whatever action is directed by the medical officer of health including providing 

information to the occupants of the premises served by the plumbing from which the 
sample was taken 

 
• within seven days of receiving the laboratory report, give a copy of the report to the 

occupant of the premises and include an explanation of the result, as well as any 
information that was received from the medical officer of health. 

 
 
Section D: Reduced sampling 
 
Q33: Is any consideration being given to removing the requirement for sampling if it is 

determined that the issue is within the plumbing of a private residence?  
 
A33: There are no current considerations being given towards removing the community lead 

sampling requirements for systems that have determined that the causes of lead 
standard exceedances in plumbing samples cannot be addressed by any measures that 
the system owner could take within the system (e.g., changes to the chemical and/or 
physical characteristics of the water provided by the system or replacement of municipal 
portions of lead service lines).   Nor are there any current considerations about a 
complete removal of these sampling requirements for systems that consistently show no 
exceedances of the lead standard in plumbing samples.  

 
The main purpose of the community lead sampling program is to ensure that, on an on-
going basis, both the residential system owners and the users of the systems know if 
there is an existing, developing or potential problem with lead concentrations in water at 
the consumers’ taps.   

 
 
Section E: Reporting test results 
 
Q34: Does every lead exceedance become reportable or do we have to designate a site 

that is specifically used for our annual requirement?  
 
A34: The new community lead testing requirements include testing of “distribution samples”  

and “plumbing samples”. 
 

Q35:   What is meant by “two significant digits” when reporting pH sample results? 
 
A35:  For a result less than 10 for a pH result, two significant digits is a result given with one 

digit before and one digit after the decimal point.  
 
 An example of proper pH reporting would be 7.4.    
 

Q36: Can we assure prospective participants who volunteer their homes for the lead 
sampling program that their personal information will be protected? Does the 
address of a location where an exceedance of lead in a plumbing was found, need 
to be included in Annual Reports?   
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A36: The release of personal information is covered under freedom of information and privacy 

protection legislation that applies to municipalities.  Municipalities should consult with 
their legal counsel regarding any release of information that may be subject to this 
legislation.  The ministry does not consider the release of home address information 
attached to results from the community lead sampling program carried out under 
Schedule 15.1 to be necessary for the purpose of compliance with section 11 (annual 
reports) or section 12 (information to be available) of the regulation.  Under section 12, a 
description of test results would meet the intent.  For the community lead testing 
program, such a description may include the names of streets and a description of the 
block related to the test result(s).  

 
An annual report only needs to include a summary of the results of all tests required 
under the regulation, an approval or order, including those required under Schedule 15.1.  
Therefore, it is not required or necessary to include a complete list of individual plumbing 
sample results including home addresses in the annual report.  The ministry is currently 
reviewing the Optional Annual Report Template that can be used under section 11 (Pub 
#4435e01) so that it is better able to summarize the test results from the community lead 
sampling program. 

 
Q37: When samples for lead are submitted for testing is lead the only parameter tested 

for?   
 
A37: The methods that some laboratories use when they are testing for lead in drinking water 

will show the concentration of other chemicals in addition to lead.   
 

If any of the concentrations of these other chemicals are above the relevant Ontario 
Drinking Water Quality Standard,  the laboratory will be required to report the result as 
per either Schedule 15.1 (plumbing samples) or 16 (distribution samples) of the 
regulation. 

   
Q38:  If the operating authority fails to provide a copy of a laboratory exceedance report 

regarding a lead plumbing sample to the system owner within specified period (24 
hours) is this non-compliance?   

 
A38:   Yes, it is a non-compliance with the regulatory requirements of O. Reg. 170/03.   
 
Q39: Who is responsible for notifying Interested Authorities for designated facilities if 

there is an exceedance? Are the Interested Authorities aware of these new 
requirements? 

 
A39:  It is the responsibility of the operator of the designated facility to give a copy of every 

laboratory test report for plumbing samples taken under Schedule 15.1 (not only the 
reports indicating exceedance of a standard) to their Interested Authority. All Interested 
Authorities have been informed about the new requirements. 

 
Q40: In the event that an exceedance is detected in a rental property, does the owner of 

the drinking water system notify the renter or the owner of the rental property? 
 
A40: The owner of the drinking water system is to provide a copy of each test result, 

regardless if there is an exceedance or not,  to the occupant of the premises where the 
sample was taken.  They are not required to notify the owner of the rental property.  

 
Q41:   What are the acceptable methods of notifying the occupant of the premises about 

test results?   What documentation will inspectors be looking for? 
 
A41:  The regulation does not stipulate a specific delivery method for providing information to 

the occupants of the premises where samples have been taken.   
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For each plumbing sampling location, the municipality must clearly document the delivery 
date and method of delivery, and have any such records available for inspection by 
ministry staff upon request. 
 
Ministry staff will be looking to confirm that the drinking water system owner or operating 
authority provided the occupants of the premises with a copy of the laboratory report, a 
statement identifying any exceedances of standards, the telephone number of a person 
who is available to answer questions about the report and, in case of an exceedance, any  
required additional information (i.e., advice from the local medical officer of health 
regarding what steps the occupant should take to address the exceedance). 

 
 
Section F: Corrective action including corrosion control 
 
Q42: What do we do if there is a lead exceedance but the occupant of the premises does 

not want to replace/is not willing to pay for changes required? 
 
A42: The drinking water system owner is not responsible for corrective or preventive actions 

that may need to be taken within a premise where the plumbing sample results indicate a 
lead exceedance.   
 
Replacement of private plumbing or plumbing fixtures within a residence, even if 
recommended by the local medical officer of health, is at the discretion of the owner of 
the residence, who would be financially responsible for the upgrades.  If there is a 
municipally owned water meter installed on the plumbing, replacement with a newer 
meter made from “no-lead’ materials could be considered by the drinking water system 
owner. 
 

Q43: What is expected of a municipality in determining the source of any lead found to 
be present?  Are we expected to check plumbing and fixtures inside homes?   

 
A43: The municipality is not expected to assume responsibility for private plumbing or fixtures. 

They are required to pass on to the occupant advice received from the local medical 
officer of health regarding corrective action, if there are exceedances of the lead standard 
from plumbing samples. 

 
Large municipal systems may be required to prepare a corrosion control plan if in two of 
three most recent rounds of testing, more than 10 per cent of plumbing sample results in 
each round exceeded the drinking water quality standard for lead and in each of the two 
rounds, at least two samples exceeded the standard.  
 
In addition, if municipally owned portions of lead service pipes or municipally owned 
water meters are suspected to be the source, replacement programs can prioritize 
locations where sample results exceeded the lead standards. 

 
Q44: If I put in a Corrosion Control Plan, do I need to replace lead services? 
 
A44: O.Reg.170/03 does not require the replacement of lead service pipes.  However, O. Reg. 

453/07 (Financial Plans), also made under the SDWA, does require financial details 
about a municipality’s lead service pipe replacement program to be included in their 
overall financial plans.  The community lead sampling information gathered under O. 
Reg. 170/03 may assist the municipality in prioritizing their program. 

 
 
 
 
 



 

 

 

12

Section G: Alkalinity testing 
 
Q45: What is the ministry’s recognized method for alkalinity testing?  Can this be done 

on site? 
 
A45: The Ministry has several recognized laboratory methods for testing alkalinity.  More 

information on the recognized methods can be found in the ministry’s “Protocol of 
accepted drinking water testing methods,” which is available on the ministry’s Drinking 
Water Ontario website under Guidance in the Drinking Water Publications section of this 
website. The direct link to the document is 
http://www.ontario.ca/drinkingwater/stel01_046886.pdf.  

 
The test for alkalinity is a laboratory test, not at on-site test. It can be done by any 
laboratory, including a laboratory at a drinking water system as long as the person doing 
the test has the qualifications defined by the regulation -  see Q/A #46.  
  

Q46: Can ‘Trained Persons’ under the Safe Drinking Water Act, 2002 perform the 
alkalinity testing required by the regulation? 

 
A46: No.  For the purposes of the community lead testing program a ‘Trained Person’ (as 

defined in O. Reg. 170/03) may take samples and conduct the required pH tests, but may 
not perform alkalinity testing.   

 
Alkalinity testing may only be conducted by a person with the following qualifications:  

• a certified operator or  
• a water quality analyst or  
• a person who, in the preceding 36 months has successfully completed a course 

approved by the Director that relates to the operation and routine maintenance of 
drinking water systems, including the conducting of tests for alkalinity (Currently 
no courses have been approved by the Director for this purpose).  

 
 
Section H: Applying for a partial relief from regulatory requirements 
 
Q47 We have been doing corrosion control since 1994. Can we request exemption from 

schedule 15.1? 
 
A47 if an existing corrosion control program was designed with the goal to reduce the 

concentrations of lead at the consumers’ taps and there is a sampling program in place to 
monitor the effectiveness of that program, the system owner may be successful in 
obtaining partial relief from some of the lead testing requirements stipulated in schedule 
15.1. For pre-application consultation contact Aziz Ahmed, Supervisor, Approvals and 
Licensing, Safe Drinking Water Branch, Ministry of the Environment, 2 St. Clair Ave. W., 
19th floor, Toronto, ON M4V 1L5. e-mail Aziz.Ahmed@ontario.ca phone 416-314-4625. 

 
Please note: many existing corrosion control programs were put in place for reasons 
other than reducing the lead levels in drinking water at consumers’ taps.  Many of these 
existing programs were designed to slow the deterioration of infrastructure.  These 
programs may need to be modified to achieve the necessary reduction of lead levels if 
results of the lead testing program trigger the regulated requirements for the preparation 
of a new corrosion control program.   
 

Q48: We do not have a sufficient number of non-residential locations for sampling.  
What do we do?   

 
A48: If you do not have a sufficient number of non-residential locations on your system, then  

you are only required to sample at as many locations as you do have available.  If no 
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locations are available, you are not required to collect the non-residential sample(s) nor 
do you need to apply for relief. For more information go to the web page on Drinking 
Water Ontario entitled Information for Municipal and Non-Municipal Owners and 
Operating Authorities of Drinking Water Systems (www.ontario.ca/drinkingwater). 

 
 
Q49: We are unable to find a sufficient number of residential or non-residential 

volunteers for sampling. What do we do?  
 
A49: If you are unable to find enough volunteers willing to let you take samples at their 

residences or non-residential buildings, you must be able to demonstrate that you have 
done everything reasonably possible to achieve compliance with the regulation.   

 
For more information about this situation and other circumstances where system owners 
may encounter difficulty in securing the required number of sampling points, go to the 
web page on Drinking Water Ontario entitled Information for Municipal and Non-
Municipal Owners and Operating Authorities of Drinking Water Systems 
(www.ontario.ca/drinkingwater). 

 
Q50: Where do I find a form for relief application? 
 
A50:   Before submitting the form, contact Aziz Ahmed Supervisor, Approvals and Licensing, for 

pre-application consultation. He can be contacted at, Safe Drinking Water Branch, 
Ministry of the Environment, 2 St. Clair Ave. W., 19th floor, Toronto, ON M4V 1L5. e-mail 
Aziz.Ahmed@ontario.ca phone 416-314-4625. 

 
The Guide for Applying for Approvals Related to Municipal and Non-Municipal Drinking-
Water Systems is available on the ministry’s Drinking Water Ontario website at 
www.ontario.ca/drinkingwater.  The guide contains information and directions on applying 
for approval of a partial relief.  To access the guide scroll to the bottom of the home page 
and click on Guidance.   

 

http://www.ontario.ca/ONT/portal51/drinkingwater/kcxml/04_Sj9SPykssy0xPLMnMz0vM0Y_QjzKLd4s38TIHSYGZboH6kRhiAQgxX4_83FT9oLQifW_9AP2C3NCIckdHRQAmr-7e/delta/base64xml/L0lKbGlTWkEhL3dQTUFERmdBaWdCdEFBISEvNElFQ05CZ0EvZW4!?docId=177443&lang=en
http://www.ontario.ca/ONT/portal51/drinkingwater/kcxml/04_Sj9SPykssy0xPLMnMz0vM0Y_QjzKLd4s38TIHSYGZboH6kRhiAQgxX4_83FT9oLQifW_9AP2C3NCIckdHRQAmr-7e/delta/base64xml/L0lKbGlTWkEhL3dQTUFERmdBaWdCdEFBISEvNElFQ05CZ0EvZW4!?docId=177443&lang=en
http://www.ontario.ca/ONT/portal51/drinkingwater/kcxml/04_Sj9SPykssy0xPLMnMz0vM0Y_QjzKLd4s38TIHSYGZboH6kRhiAQgxX4_83FT9oLQifW_9AP2C3NCIckdHRQAmr-7e/delta/base64xml/L0lKbGlTWkEhL3dQTUFERmdBaWdCdEFBISEvNElFQ05CZ0EvZW4!?docId=177443&lang=en
http://www.ontario.ca/ONT/portal51/drinkingwater/kcxml/04_Sj9SPykssy0xPLMnMz0vM0Y_QjzKLd4s38TIHSYGZboH6kRhiAQgxX4_83FT9oLQifW_9AP2C3NCIckdHRQAmr-7e/delta/base64xml/L0lKbGlTWkEhL3dQTUFERmdBaWdCdEFBISEvNElFQ05CZ0EvZW4!?docId=177443&lang=en

